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(1) The organic HAP used as the cali-
bration gas for Method 25A, 40 CFR
part 60, appendix A shall be the single
organic HAP representing the largest
percent by volume of the emissions.

(2) The use of Method 25A, 40 CFR
part 60, appendix A is acceptable if the
response from the high-level calibra-
tion gas is at least 20 times the stand-
ard deviation of the response from the
zero calibration gas when the instru-
ment is zeroed on the most sensitive
scale.

(u) In § 63.116(a), instead of the ref-
erence to § 63.11(b), the requirements in
§ 63.504(c) shall apply.

(v) When a combustion device is used
to comply with the 20 parts per million
by volume outlet concentration stand-
ard specified in § 63.113(a)(2), the correc-
tion to 3 percent oxygen is only re-
quired when supplemental combustion
air is used to combust the emissions,
for the purposes of this subpart. In ad-
dition, the correction to 3 percent oxy-
gen specified in § 63.116(c)(3) and
(c)(3)(iii) is only required when supple-
mental combustion air is used to com-
bust the emissions, for the purposes of
this subpart. Finally, when a combus-
tion device is used to comply with the
20 parts per million by volume outlet
concentration standard specified in
§ 63.113(a)(2), an owner or operator shall
record and report the outlet concentra-
tion required in § 63.117(a)(4)(ii) and
(a)(4)(iv) corrected to 3 percent oxygen
when supplemental combustion air is
used to combust the emissions, for the
purposes of this subpart. When supple-
mental combustion air is not used to
combust the emissions, an owner or op-
erator may record and report the out-
let concentration required in
§ 63.117(a)(4)(ii) and (a)(4)(iv) on an un-
corrected basis or corrected to 3 per-
cent oxygen, for the purposes of this
subpart.

[65 FR 38049, June 19, 2000]

§ 63.486 Batch front-end process vent
provisions.

(a) Batch front-end process vents. Ex-
cept as specified in paragraph (b) of
this section, owners and operators of
new and existing affected sources with
batch front-end process vents shall
comply with the requirements in
§§ 63.487 through 63.492. The batch front-

end process vent group status shall be
determined in accordance with § 63.488.
Owners or operators of affected sources
with batch front-end process vents
classified as Group 1 shall comply with
the reference control technology re-
quirements for Group 1 batch front-end
process vents in § 63.487, the monitoring
requirements in § 63.489, the perform-
ance test methods and procedures to
determine compliance in § 63.490, the
recordkeeping requirements in § 63.491,
and the reporting requirements in
§ 63.492. Owners and operators of all
Group 2 batch front-end process vents
shall comply with the applicable ref-
erence control technology require-
ments in § 63.487, the applicable record-
keeping requirements in § 63.491, and
the applicable reporting requirements
in § 63.492.

(b) Aggregate batch vent streams. Ag-
gregate batch vent streams, as defined
in § 63.482, are subject to the control re-
quirements specified in § 63.487(b), as
well as the monitoring, testing, record-
keeping, and reporting requirements
specified in §§ 63.489 through 63.492 for
aggregate batch vent streams.

[65 FR 38052, June 19, 2000]

§ 63.487 Batch front-end process
vents—reference control tech-
nology.

(a) Batch front-end process vents. The
owner or operator of an affected source
with a Group 1 batch front-end process
vent, as determined using the proce-
dures in § 63.488, shall comply with the
requirements of either paragraph (a)(1)
or (a)(2) of this section. Compliance
may be based on either organic HAP or
TOC.

(1) For each batch front-end process
vent, reduce organic HAP emissions
using a flare.

(i) The owner or operator of the af-
fected source hall comply with the re-
quirements of § 63.504(c) for the flare.

(ii) Halogenated batch front-end
process vents, as defined in § 63.482,
shall not be vented to a flare.

(2) For each batch front-end process
vent, reduce organic HAP emissions for
the batch cycle by 90 weight percent
using a control device. Owners or oper-
ators may achieve compliance with
this paragraph through the control of
selected batch emission episodes or the
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